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Operation Manual

Wide Spread Faucet

TLP02201 Type

�CN

�Thank you very much for choosing TOTO's Wide Spread Faucet.
For the best performance, please read this manual carefully.
Be sure to confirm that the name of dealer, the date of installation, and other necessary 
information has been entered in the Warranty.
Keep this manual in a safe handy place for future reference.
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Names of Parts

1. Spout
2. Water discharge port
3. Hot-water handle
4. Cold-water handle
5. Adjusting bush
6. Hot-water side valve
7. Cold-water side valve 
8. Pulling bar
9. Connecting hose

9-1. Packing
9-2. Packing

10. Pop-up waste
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B-1

B Daily Care

Care for the water discharge port
1．Loosen and remove the countersunk small screw using a hexagonal 

wrench (distance across faces: 2 mm).

3．Remove dirt and debris caught in the wire screen using a toothbrush, etc.
4．Assemble the water discharge port case on the spout and lock it in 

place with the countersunk small screw.
Press the water discharge port case into the spout with a finger and 
tighten the setscrew.

5．When mounting work is complete, check the water discharge port for 
any water leaks.
If the water discharge port case is not mounted properly, re-mount it.

Turn the cold-water handle counterclockwise.
Turn the hot-water handle clockwise to adjust the flowrate and 
the temperature.

A-1 How to adjust the flowrate and temperature

How to UseA

To stop cold/hot water
Be sure to first turn the hot-water handle counterclockwise.
Turn the cold-water handle clockwise.
*If supply water pressure is high and handle operation is heavy, please 
adjust the flow rate by stop valve without being too small.
(Handle operation will be lighter.)

A-2

A-3 Open and close the Pop-up waste
Pull the pulling bar.
The Pop-up waste close and water can be accumulated in a wash bowl.
If you push it, the Pop-up waste opens and water is drained.

2．Insert the flat-blade precision screwdriver in the notch between the 
water discharge port case and the spout, and remove the water 
discharge port case.
Since the O-ring of the water discharge port case is semi-transparent, 
pay attention not to lose it.
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B-2 Wiping with a cloth
�Slightly dirty

Soak a piece of cloth in cold or lukewarm water, wring well and wipe 
away dirt completely.

�Stubborn dirty
Wipe off dirt with a piece of cloth impregnated with appropriately diluted 
neutral bath cleaner, then blot up any residual dirt and water with a dry 
piece of cloth.

Notes
Do not use the materials that may break the faucet.
•Acidic detergents, chlorine bleaches and alkali detergents
The faucet surface may discolor or the plastic part(s) may break.
•Solvents such as thinner, benzine, etc.
Rubber and plastic part(s) may break.
•Detergents that contain coarse particles such as cleansers, polishing 
powders, etc.
•Nylon scrubbers, scrubbers, brushes, etc.
The faucet surface may be damaged.
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WARRANTY

*This warranty assures repair free of charge within the period and under the conditions specified herein.
Accordingly, this warranty does not restrict the legal rights of the customer. 
If anything about repairs after the expiration of the warranty period is unclear, please contact any of the 
offices listed in the back cover.

(1) Trouble caused by use of the product outside of the scope of the application specified above.
(2) Trouble attributable to incorrect use or improper maintenance.
(3) Trouble attributable to installation contrary to instructions in the installation manual or disassembly by 

persons other than technicians.
(4) Trouble attributable to deformation of the building structure.
(5) Trouble in appearance arising out of seasonal changes such as discoloration or wear during use.
(6) Trouble attributable to corrosive environments for metal (coastal areas, hot springs, etc.).
(7) Trouble attributable to insects or animals, as well as carcasses thereof animals inside the product.
(8) Trouble caused by catastrophic phenomena of nature such as fire, lightning, earthquakes, volcanic 

eruptions, flooding or tsunamis, as well as destructive behavior.
(9) Trouble attributable to abnormal voltage in electric products, use of unspecified power supplies (voltage/frequency) or 

electromagnetic waves generated from external sources such as power transmission lines and nearby electrical equipment.
(10) Trouble caused by worn-out parts (batteries, etc.).
(11) Trouble caused by wear or deterioration of parts (filter, etc.) under daily care, or O-rings and packing of drain plugs.
(12) Trouble attributable to the intrusion of sand or dust into piping, or adherence of water scale.
(13) Trouble attributable to supplied water that does not conform to the quality standards of drinking water 

specified by national standards relating to water service (Water Service Act).
(14) Trouble attributable to freezing.
(15) If this warranty is not presented when asking for repairs. 
(16) If this warranty does not contain the name of the customer, the date of installation, the name of the dealer 

(or seller) or the seal of the installer.

To customers
∙ When receiving this warranty, please make sure that the date of installation, the name of installer (or seller) and 
that the seal of the installer are included.
Since TOTO will not reissue this warranty, please keep it in a safe and retrievable place.

∙ Repairs are subject to billing even within the warranty period in the following cases.

TOTO will repair this product free of charge according to the warranty period and conditions 
described herein. If trouble occurs during the following period from the date of installation, 
users are requested to contact any of the offices listed in the back cover for repair, showing 
this WARRANTY.

∙ Retain the repair slip that will be handed to the customer after the completion of repairs, as it describes the 
repairs in details.

This product warranty card is  applicable to countries except China.

Customer

Dealer

Seller

Name:

Address:

Tel: −
Date of Installation/
Date of purchase

Model 
Number

Name of 
Product

Period of 
Warranty

Wide Spread Faucet

TLP02201 Type

Address: The warranty is effective for a period of 
one (1) year from the date of purchase.
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TOTO LTD.
TOTO web site  http://www.toto.com/index.htm

TOTO Asia Oceania Pte. Ltd.
Telephone : 65-6744-6955
FAX : 65-6841-0819
Address : 10 Eunos Road 8 #12-07 Singapore Post Centre Singapore 408600
Website : asia.toto.com

TOTO KOREA LTD.

For advice on repairs and handling, first contact your dealer.
Dealer:

Tel:                  -

Address:


